Wirecast Gear Example Setups
There are many ways to set up Wirecast Gear. Here are just a few.

For more info, call us at +1 877 681 2088
Wirecast Gear is capable of running everything from very basic to very advanced productions. Here are some of the many ways Wirecast Gear can be setup.*

*NOTE: There are 3 different models of Wirecast Gear, the 110, 210, 230 which is noted in each example. Talk to a salesperson at +1 877 681 2088 if you have more questions about which model is right for you, or visit www.telestream.net for more info.
“One Man Band” | PTZ Optics Cameras

OPTION 1
(via Ethernet)

Wirecast Gear 110, 210 or 230

Ethernet

PTZ
Controller

RS-32

PTZ Optics Cameras

OPTION 2
(via SDI)

Wirecast Gear 210 or 230

Ethernet

iOS controller app

PTZ Optics Cameras

Back view
“The Hybrid” | HD-SDI + HDMI + Network

Wirecast Gear 210 or 230

Presenter’s computer

NDI

scan converter

Wireless or LTE* via Wirecast Rendezvous session

*Depends on cellular signal quality
“The Serious Pro” | SDI + NDI + Audio Interface

Back view

Wirecast Gear 230

SDI Output

Program Out

SDI ISO Record

NDI over LAN

USB

XLR/TRS

Scarlett Focus Right Audio Interface

House audio board

Titles, scoreboards, or social media comments

NewBlue Titler Live operator’s computer

Specifications subject to change without notice. Copyright © 2018 Telestream, Inc. Telestream, CaptionMaker, Episode, Flip4Mac, FlipFactory, Flip Player, Lightspeed, ScreenFlow, Switch, Vantage, Wirecast, Gameshow, GraphicsFactory, MetaFlip, and Split-and-Stitch are registered trademarks and MacCaption, e-Captioning, Pipeline, Post Producer, Tempo, TrafficManager, and VOD Producer are trademarks of Telestream, LLC. All other trademarks are the property of their respective owners. March 2018